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CONSTRUCTION DETAILS &

REMOVE EXISTING VEHICULAR TRAFFIC SIGNAL HEAD AND INSTALL '%'Qg,}
NEW VEHICULAR TRAFFIC SIGNAL HEAD IN EXISTING LOCATION.

INSTALL VIDEO DETECTION CAMERA ON EXISTING MAST ARM.
USE EXISTING SIGNAL POLE.

USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

SHA SIGNAL SHOP SHALL INSTALL ONE (1) VIDEQ DETECTION INTERFACE
FQUIPMENT: 1-4 CAMERAS IN THE EXISTING CABINET.

REMOVE OVERHEAD STOGN.

REMOVE EXISTING VIDEO DETECTION CAMERA AND INSTALL NEW
VIDEO DETECTION CAMERA IN EXISTING LOCATION.

REMOVE EXISTING VEHICULAR TRAFFIC SIGNAL HEAD AND INSTALL
NEW VEHICULAR TRAFFIC SIGNAL HEAD AS SHOWN.

INSTALL LED SICNAL HEAD MODULES.

REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORT
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GENERAL NOTES
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7. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR G(@A/
UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL. &%
2. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL Vi
CABINET WIRING. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.
3. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED \ /N STATE OF MARYLAND
FLECTRICAL CABLES. ¢ DEPARTMENT OF TRANSPORTATION
4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME STATE HIGHWAY ADMINISTRATION
THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION. OFFICE OF TRAFFIC & SAFETY
5. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH TRAFFIC ENGINEERING DESIGN DMSION
SHA ENGINEER. MD 174 (QUARTERFIELD ROAD) AND THELMA AVENUE
GLEN BURNIE, MARYLAND
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